
HAWKE H-DM 
 Cabinet Seal 



Characteristics: 
 
- Available in three different frame sizes (4, 6.3 and 6+6) 
- To be equipped with Hawke DM blocks 
- To be sealed using integrated compression unit 
- To be installed bolted inside or outside the panel boards and cabinets 

Hawke H-DM is a cable sealing solution that guarantees an IP66 & IP67, 
specially designed for the sealing of electrical panel boards and 
cabinets. 
 
To be installed with Hawke DM series: Tolerant and blank sealing 
modules, compression system and stayplates. 

H-DM 

FRAMES 

DESCRIPTION 

 

  W 
[mm] 

 

  H 
[mm] 

 

  x 
[mm] 

 

  y 
[mm] 

 

  Ф 
[mm] 

    SEALING AREA 

             [mm] 

WEIGHT 

    [kg] 

H-DM 4 180 220 160 100 6,5           120x120      0,7 

H-DM 6.3 180 300 160 140 6,5           120x200      0,9 

H-DM 6+6 180 501 160 120 6,5        2x (120x180)      1,4 
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The  Hawke H-DM frames are composed by: 
 
-  Aluminium frame 
-  Gasket, screws, nuts and insulations washers 

https://www.hawke-hts.com/en
https://www.fjove.com/en


DM SERIES BLANK AND COMPENSATION MODULES 
 

•  DM series solid compensation modules 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 

DM SERIES SINGLE MODULE 
 

 

H-DM 

FRAMES 

HAWKE RUBBER 
Modules DM series 

Description  
L 

[mm] 

H 

[mm] 
Label (N) 

Weight 

[kg] 

  

Colour 

  

DM 150 15 15 15 0,01 

Black 

DM 200 20 20 20 0,02 

DM 300 30 30 30 0,06 

DM 400 40 40 40 0,11 

DM 600 60 60 60 0,22 

DM 50 5 120 - 0,02 

DM 100 10 120 - 0,08 
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Description  
H 

[mm] 

  

Colour 

  

DM  50 5 
Black 

DM 100 10 

CABLES DIAMETER 

Label A Label B 
  

Description 
L Minimum Maximum Weight 

Colour 
[mm] [mm] [mm] [kg] 

DM 153 15 3 5 0,01 Red 

DM 155 15 5 7 0,01 White 

DM 157 15 7 9 0,01 Blue 

DM 203 20 3 6 0,02 Green 

DM 206 20 6 9 0,02 Pink 

DM 209 20 9 12 0,02 Brown 

DM 2011 20 11 14 0,02 Yellow 

DM 2013 20 13 16 0,02 Golden 

DM 3012 30 12 15 0,04 Red 

DM 3015 30 15 18 0,04 White 

DM 3018 30 18 21 0,04 Blue 

DM 3021 30 21 24 0,03 Orange 

DM 4012 40 12 15 0,12 Green 

DM 4015 40 15 18 0,09 Pink 

DM 4022 40 22 25 0,08 Red 

DM 4025 40 25 28 0,07 White 

DM 4028 40 28 31 0,06 Blue 

DM 4031 40 31 34 0,05 Orange 

DM 6031 60 31 34 0,17 Red 

DM 6034 60 34 37 0,17 White 

DM 6037 60 37 40 0,16 Blue 

DM 6040 60 40 43 0,15 Orange 

DM 6043 60 43 46 0,14 Purple 

DM 6046 60 46 49 0,13 Yellow 

DM 6049 60 49 52 0,11 Green 

DM 6052 60 52 54 0,09 Pink 

https://www.hawke-hts.com/en
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H-DM 

FRAMES 

KIT DESCRIPTION ITEM DESCRIPTION Qty 
W 

[mm] 

H 

[mm] 

A 

[mm] 

Weight 

[kg] 

CSDM– 120/S 

Compression Kit 

DM - Endpacker 1 120 30 68 0,55 

DM50 1 120 5 60 0.02 

Stayplate 2 - - - - 

CSDM  120/S 

COMPRESION KIT 
 
H-DM will always have an extra sealing strip of 5 mm, which is recommended to be placed on the bottom row as shown in page 5. 
This will help to hold the blocks from falling down during installation. It could also be installed under the endpacker. 
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The 967 Silicone Lubricant is use to aid the installation of blocks which are tightly fitted. 
 
The silicone remains soft at low temperatures and will not dry out over long periods of time ensuring that future 
modifications to the transit will not be impeded. 
 
Hawke recommends 1 lubricant Ref.967 every 3 apertures. 

 Endpacker                                                                       DM 50                                                                                Stayplate 

https://www.hawke-hts.com/en
https://www.fjove.com/en


Technical information 

SIZE 
SEALING AREA  HOLE DIMENSIONS  

(w x h) [mm]  

4 120x120  137x177  

6.3 120x200  137x257  

6+6 2x (120x180)  137x458  

H-DM 

FRAMES 
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INSTALLATIONS OPTIONS 
 

Option 1 (recommended):  Endpacker and  stayplate located in upper end of the frame. DM50 compesation module 
located on the bottom end, with a stayplate over it (never between module and frame). 
 
Option 2: Endpacker, DM50 compensation module and 2 stayplates located in the upper end of the frame. 
Each stayplate should be located in between the rubber components (endpacker-DM50 and DM50-inferior modules). 

Option 1  Option 2  

https://www.hawke-hts.com/en
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H-DM 

FRAMES 

INSTALLATION GUIDE 
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H-DM 

FRAMES 

INSTALLATION GUIDE 
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NEW PRODUCTS 

HAWKE TRANSIT SYSTEM - HEAD OFFICE 
P.E. Tanos-Viérnoles 

C/ La Espina, 44 
39300 TORRELAVEGA 

CANTABRIA  
SPAIN 

T: +34 942 89 00 52 
F: +34 942 88 30 58 

saleshawke@fjove.com 
 

HAWKE TRANSIT UK 
P.O. Box  1300 

Warrington - WA1 9G1 
UNITED KINGDOM 

Office: +44  1925 695 790 
Mobile.: +44 (0)  77 324 108 80 

saleshawke@fjove.com 

 

 

HAWKE TRANSIT ASIA 
Warehouse: 

2 Toh Guan Road East 
608837 – SINGAPORE 

Mailing Address: 
2 Bukit Merah Central, #21-01 

159835 - SINGAPORE 
T: +65 668.622.42 
F: +65 668.622.52 

saleshawke@fjove.com 
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