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EA RANGE
ENCLOSURES

For Harsh & Hazardous Environments



Connecting you through Innovation

E N C L O S U R E 
S O L U T I O N S

Experienced 

With over 60 years experience protecting people and assets in the  

world’s most demanding environments, Hawke is the obvious choice  

for reliability, quality and safety.  

Worldwide 

Our global network of over 20 licensed Enclosure Modifiers can support 

you wherever you’re based and supply you with Hawke Enclosures.  

Quality Driven 

All Hawke products are designed to comply with  

ISO 9001 standards. Rigorous in-house and third party testing  

ensures that all our products exceed expectations.  

Complete Solution 

With an extensive range of Cable Glands, Enclosures, Connectors, 

Accessories, Control Stations and more Hawke International can provide 

you with a complete solution, no matter what your project is.  

Follow us
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The EA Range
For fast installation and easy inspection in Exe environments, 

the EA range is the ideal choice. Our most innovative 

enclosure range yet, the EA’s radical sloped face design 

provides unmatched corrosion resistance and meets the 

highest demands for water and dustproof requirements.  

The S Series
Our toughest Enclosure Range, the S Series has been designed 

for use in the world’s most severe environments.  

With unmatched chemical corrosion protection and dust and 

water ingress protection the S Range is perfect for use in Zones 

1, 2, 21 and 22. 

The PL Range
The ultimate in Glass Reinforced Plastic construction, the PL 

range has been designed to provide outstanding protection 

in Harsh & Hazardous environments. With an impressive 

impact strength of up to 20Nm; and exceptional resistance 

to corrosive atmospheres, the PL range offers a versatile and 

cost effective solution for Exe environments. 

Harsh and Hazardous environments demand exceptional strength.  

That’s why we’ve been at the forefront of innovation for the past 30 years to 

provide superior Enclosures and unmatched engineering excellence. 

Whether it’s an Enclosure for an Oil and Gas, Offshore Wind, Petrochemical or 

other Harsh and Hazardous application, Hawke International can provide a quality 

assured product that will ensure the protection not just of assets, but of lives.

Discover Hawke Enclosures

Follow us
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Easy Access. Easy Installation.

Our most innovative Enclosure range yet, the EA is designed 

with increased productivity in mind. With its radical sloped 

face design and cutaway sides, the EA range reduces cost 

through unparalleled installation and inspection speeds. 

EA SERIES
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EA SERIES
Features

Cutaway Sides

Enables increased hand access for faster installation, providing, on average, 35% extra space compared 

to competitor enclosures (up to 55%). The cutaway sides and sloped face also allow you to see exactly 

what you’ve installed without walls getting in the way – making inspection much easier too. 

1

A Familiar Footprint
All 9 EA sizes follow industry standards, so you can easily switch out or retrofit 

your current Enclosures for the EA range. 

2
Bottom Face Gland Installation
Installing glands through the bottom of the Enclosure has long been adopted as an industry best 

practice for superior Ingress Protection. The EA range has been designed around this principle. 

3

Allows spanners to be brought into the Enclosure parallel with gland 

locknuts for easier installation. 

Turned Out Sealing Face4
Concealed One Piece Silicone Gasket 

Provides complete DTS01, IP66 and 4X protection from dust, oil 

and other non-corrosive materials. 

5

The EA’s sloped lid and body allows corrosion-causing 

contaminant to naturally slide off. 

Corrosion Resistant by Design6

Eliminates the need to remove the lid when mounting the enclosure on the wall. 

External Mounting Feet7

2

3

4

5

6
7

1
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Terminal Capacity

Terminal Type

Conductor Size (mm2)

Max Volts Rail 
Orientation

Max. Physical Terminal Content Reduced Terminal  
Content at Max Amps

Min. Max.
Terminal Qty Rail Qty Amps Terminal Qty Amps

WDU 2.5 0.5 2.5 690 V 25 1 10 9 17
UT 2.5 0.14 2.5 690 V 26 10 11 15
WDU 4 0.5 4 690 V 21 14 8 22
UT 4 0.14 4 690 V 22 14 10 20
WDU 6 0.5 6 690 V 16 20 7 29
UT6 0.2 6 690 V 16 19 7 28
WDU 10 1.5 10 690 V 13 27 6 40
UT 10 0.5 10 690 V 13 28 6 39
WDU 16 1.5 16 690 V 10 37 4 53
UT 16 1.5 16 690 V 11 35 4 53
WDU 35 2.5 35 690 V 7 57 3 80
UT 35 1.5 35 690 V 8 63 6 70

* Max terminals are split across the quantity of terminal rails

FEATURES

The Exe Easy Access range is designed to increase productivity. Its radical sloped face design and cut away sides  
make installation and maintenance easier than ever before.

•• Enclosure Box size: 178 mm X 185 mm.

•• The EA’s innovative sloped lid design allows corrosion causing contaminants to naturally spill off.

•• All 9 EA sizes follow industry sizes, so you can easily switch out or retrofit your current Enclosure for our EA range.

•• Cut away sides provide up to 55% extra space versus competitor enclosures,  

       enabling increased hand access for faster installation. 

•• The bottom face of the EA is reserved for gland installation to ensure superior Ingress Protection. 

EA231513
Increased Safety Exe Dual Certified ATEX/ IECEx 

59

130

193
178

15
2 18

5

72

152
108

International A
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Technical Data
Ingress Protection IP66 to IEC/EC 60529; Type 4X
Deluge Protection DTS01
Material 316 Stainless Steel
Service Temperature -60°C to +80°C
Temperature Class and Ambient T6 40°C as standard 

Optional T5 with ambients up to 65°C  
For additional options see technical data

ATEX/IECEx
ATEX/IECEx Protection Class Ex II 2 GD Ex eb IIC Gb; Ex tb IIIC Db
ATEX Certificate No Baseefa08ATEX0208X 

Baseefa08ATEX0207U (ZEA)

IECEx Certificate Number IECEx BAS 08.0065X 
IECEx BAS 08.0064U (ZEA)

Construction & Test Standards IEC/EN 60079-0, IEC/EN 60079-7 and IEC/EN 60079-31
Marine Approvals ABS: 17-LD1653735-PDA
Additional Certifications EAC: RU C-GB.AA87.B.00430 

Inmetro: IEx 16.0144X 
PESO: P457339

CSA

NEC Protection Class Class 1 Div 2 ABCD 
Class I, Zone 1, AEx e IIC Gb 
Zone 21,AEx tb IIIC T80°C Db

CEC Protection Class Ex e IIC Gb 
Ex tb IIIC T80°C Db

c CSA us Certificate 70039997
Construction & Test Standards UL 50E, UL12.12.01, UL/CSA-C22.2 60079-0,UL/CSA-C22.2 60079-7, 

UL/CSA-C22.2 60079-31, CSA-C22.2 No. 94-M91, CSA-C22.2 No. 14-M91

Maximum Quantity of Entries Per Face
Thread Size M16 M20 M25 M32 M40 M50 M63 M75

Face B 11 6 3 1 - - - -
Face C (Gland Plate) 6 4 3 2 1 - - -

Face D 9 4 3 - - - - -

CAUTION: Entry quantities are calculated based on standard gland diameters. Entry quantity may be affected if using accessories (locknuts, washers etc) with large diameters.

BoxHubb is Hawke’s fast, free and simple solution for configuring enclosures online. 

Use BoxHubb for a fast, accurate, and globally accessible way to making your Enclosure 

design process faster than ever before.  Go to www.ehawke.com/designhubb

Simplify your Engineering Projects with BoxHUBB
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Terminal Capacity

Terminal Type
Conductor Size (mm2)

Max Volts Rail 
Orientation

Max. Physical Terminal Content Reduced Terminal  
Content at Max Amps

Min. Max. Terminal Qty Rail Qty Amps Terminal Qty Amps

* Max terminals are split across the quantity of terminal railsWDU 2.5 0.5 2.5 690 V 
H

64 
72

2 
2

8 
8

16 17

UT 2.5 0.14 2.5 690 V 
H

64 
74

2 
2

8 
7

20 15

WDU 4 0.5 4 690 V 
H

52 
60

2 
2

12 
11

15 22

UT 4 0.14 4 690 V 
H

54 
62

2 
2

11 
11

18 20

WDU 6 0.5 6 690 V 
H

40 
46

2 
2

16 
15

13 29

UT6 0.2 6 690 V 
H

40 
46

2 
2

16 
15

13 28

WDU 10 1.5 10 690 V 
H

32 
36

2 
2

23 
22

11 40

UT 10 0.5 10 690 V 
H

32 
36

2 
2

24 
22

11 39

WDU 16 1.5 16 690 V 
H

26 
30

2 
2

31 
29

9 53

UT 16 1.5 16 690 V 
H

26 
30

2 
2

31 
29

9 53

WDU 35 2.5 35 690 V 
H

18 
22

2 
2

50 
45

7 80

UT 35 1.5 35 690 V 
H

20 
24

2 
2

54 
50

12 70

* Max terminals are split across the quantity of terminal rails

With its radical sloped face design and cut away sides, the globally certified EA2620 reduces cost through unparalleled installation and 
inspection speeds. The EA2620 is ideal for a variety of applications including; Oil and Gas, Pharmaceuticals, Renewables and Agriculture. 

EA262620
Increased Safety Exe Dual Certified ATEX/ IECEx 

65.8
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286

17
0

32
8
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4
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216
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0
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FEATURES
•• Enclosure Box size: 286 mm X 328 mm.

•• The EA’s innovative sloped lid design allows corrosion causing contaminants to naturally spill off.

•• Cut away sides provide up to 55% extra space versus competitor enclosures,  

       enabling increased hand access for faster installation. 

•• Amazing sealing performance is provided by a single piece gasket contained by the enclosure lid.

•• All 9 EA sizes follow industry sizes, so you can easily switch out or retrofit your current Enclosure for our EA range.

•• Internationally approved 

Technical Data
Ingress Protection IP66 to IEC/EC 60529; Type 4X
Deluge Protection DTS01
Material 316 Stainless Steel
Service Temperature -60°C to +80°C
Temperature Class and Ambient T6 40°C as standard 

Optional T5 with ambients up to 65°C  
For additional options see technical data

ATEX/IECEx

ATEX/IECEx Protection Class Ex II 2 GD Ex eb IIC Gb; Ex tb IIIC Db
ATEX Certificate No Baseefa08ATEX0208X 

Baseefa08ATEX0207U (ZEA)
IECEx Certificate Number IECEx BAS 08.0065X 

IECEx BAS 08.0064U (ZEA)
Construction & Test Standards IEC/EN 60079-0, IEC/EN 60079-7 and IEC/EN 60079-31
Marine Approvals ABS: 17-LD1653735-PDA
Additional Certifications EAC: RU C-GB.AA87.B.00430 

Inmetro: IEx 16.0144X 
PESO: P457339

CSA

NEC Protection Class Class 1 Div 2 ABCD 
Class I, Zone 1, AEx e IIC Gb 
Zone 21,AEx tb IIIC T80°C Db

CEC Protection Class Ex e IIC Gb 
Ex tb IIIC T80°C Db

c CSA us Certificate 70039997
Construction & Test Standards UL 50E, UL12.12.01, UL/CSA-C22.2 60079-0,UL/CSA-C22.2 60079-7, 

UL/CSA-C22.2 60079-31, CSA-C22.2 No. 94-M91, CSA-C22.2 No. 14-M91

Maximum Quantity of Entries Per Face
Thread Size M16 M20 M25 M32 M40 M50 M63 M75

Face B 22 13 9 5 3 2 1 -
Face C (Gland Plate) 28 18 12 8 6 3 - -

Face D 17 10 6 4 2 2 1 -

CAUTION: Entry quantities are calculated based on standard gland diameters. Entry quantity may be affected if using accessories (locknuts, washers etc) with large diameters.



EA RANGE ENCLOSURES

10
For all enquiries please contact Hawke Sales +44 (0) 141 810 9644  E: hhsales1@hubbell.com

www.ehawke.com

Terminal Capacity

Terminal Type
Conductor Size (mm2)

Max Volts Rail 
Orientation

Max. Physical Terminal Content Reduced Terminal  
Content at Max Amps

Min. Max. Terminal Qty Rail Qty Amps Terminal Qty Amps

WDU 2.5 0.5 2.5 690 V 
H

82 
90

2 
2

3 
3

3 17

UT 2.5 0.14 2.5 690 V 
H

82 
90

2 
2

3 
3

4 15

WDU 4 0.5 4 690 V 
H

68 
76

2 
2

5 
4

3 22

UT 4 0.14 4 690 V 
H

68 
76

2 
2

5 
4

4 20

WDU 6 0.5 6 690 V 
H

52 
58

2 
2

7 
6

3 29

UT6 0.2 6 690 V 
H

52 
58

2 
2

7 
6

3 28

WDU 10 1.5 10 690 V 
H

42 
46

2 
2

10 
9

2 40

UT 10 0.5 10 690 V 
H

42 
46

2 
2

10 
9

2 39

WDU 16 1.5 16 690 V 
H

34 
36

2 
2

13 
13

2 53

UT 16 1.5 16 690 V 
H

34 
38

2 
2

13 
13

2 53

WDU 35 2.5 35 690 V 
H

24 
28

2 
2

21 
20

1 80

UT 35 1.5 35 690 V 
H

26 
30

2 
2

23 
22

2 70

* Max terminals are split across the quantity of terminal rails

For fast installation and easy inspection in Exe environments, the EA303020 is the ideal choice. Our most innovative enclosure range yet, 
the EA’s radical sloped face design provides unmatched corrosion resistance and meets the highest demands for water and dustproof 

requirements. 

EA303020
Increased Safety Exe Dual Certified ATEX/ IECEx 
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FEATURES
•• Enclosure Box size: 332 mm X 317 mm.

•• All 9 EA sizes follow industry sizes, so you can easily switch out your current Enclosure for our EA range.

•• The EA’s innovative sloped lid design allows corrosion causing contaminants to naturally spill off.

•• Cut away sides provide up to 55% extra space versus competitor enclosures,  

enabling increased hand access for faster installation. 

•• The bottom face of the EA is reserved for gland installation to ensure superior Ingress Protection. 

Technical Data
Ingress Protection IP66 to IEC/EC 60529; Type 4X
Deluge Protection DTS01
Material 316 Stainless Steel
Service Temperature -60°C to +80°C
Temperature Class and Ambient T6 40°C as standard 

Optional T5 with ambients up to 65°C  
For additional options see technical data

ATEX/IECEx
ATEX/IECEx Protection Class Ex II 2 GD Ex eb IIC Gb; Ex tb IIIC Db
ATEX Certificate No Baseefa08ATEX0208X 

Baseefa08ATEX0207U (ZEA)
IECEx Certificate Number IECEx BAS 08.0065X 

IECEx BAS 08.0064U (ZEA)
Construction & Test Standards IEC/EN 60079-0, IEC/EN 60079-7 and IEC/EN 60079-31
Marine Approvals ABS: 17-LD1653735-PDA
Additional Certifications EAC: RU C-GB.AA87.B.00430 

Inmetro: IEx 16.0144X 
PESO: P457339

CSA
NEC Protection Class Class 1 Div 2 ABCD 

Class I, Zone 1, AEx e IIC Gb 
Zone 21,AEx tb IIIC T80°C Db

CEC Protection Class Ex e IIC Gb 
Ex tb IIIC T80°C Db

c CSA us Certificate 70039997
Construction & Test Standards UL 50E, UL12.12.01, UL/CSA-C22.2 60079-0,UL/CSA-C22.2 60079-7, 

UL/CSA-C22.2 60079-31, CSA-C22.2 No. 94-M91, CSA-C22.2 No. 14-M91

Maximum Quantity of Entries Per Face
Thread Size M16 M20 M25 M32 M40 M50 M63 M75

Face B 26 16 11 7 5 3 2 1
Face C (Gland Plate) 35 23 15 9 7 4 - -

Face D 22 13 8 5 3 2 1 1

CAUTION: Entry quantities are calculated based on standard gland diameters. Entry quantity may be affected if using accessories (locknuts, washers etc) with large diameters.
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Terminal Capacity

Terminal Type
Conductor Size (mm2)

Max Volts Rail 
Orientation

Max. Physical Terminal Content Reduced Terminal  
Content at Max Amps

Min. Max. Terminal Qty Rail Qty Amps Terminal Qty Amps

* Max terminals are split across the quantity of terminal railsWDU 2.5 0.5 2.5 690 V 
H

98 
72

2 
2

3 
3

3 17

UT 2.5 0.14 2.5 690 V 
H

100 
74

2 
2

3 
3

4 15

WDU 4 0.5 4 690 V 
H

82 
60

2 
2

4 
5

3 22

UT 4 0.14 4 690 V 
H

84 
62

2 
2

4 
5

4 20

WDU 6 0.5 6 690 V 
H

64 
46

2 
2

6 
7

3 29

UT6 0.2 6 690 V 
H

62 
46

2 
2

6 
7

3 28

WDU 10 1.5 10 690 V 
H

50 
36

2 
2

9 
11

2 40

UT 10 0.5 10 690 V 
H

50 
36

2 
2

9 
11

2 39

WDU 16 1.5 16 690 V 
H

40 
30

2 
2

12 
14

2 53

UT 16 1.5 16 690 V 
H

42 
30

2 
2

12 
14

2 53

WDU 35 2.5 35 690 V 
H

30 
22

2 
2

19 
22

1 80

UT 35 1.5 35 690 V 
H

32 
24

2 
2

21 
24

2 70

* Max terminals are split across the quantity of terminal rails

With its radical sloped face design and cut away sides, the globally certified EA range reduces cost through unparalleled installation  
and inspection speeds. The EA352620’s unmatched corrosion resistance and high ingress protection also make it  

ideal for some of the world’s most arduous applications including; Oil and Gas, Renewables and more. 

EA352620
Increased Safety Exe Dual Certified ATEX/ IECEx 
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FEATURES
•• Enclosure Box size: 286 mm X 413 mm.

•• The EA’s innovative sloped lid design allows corrosion causing contaminants to naturally spill off.

•• All 9 EA sizes follow industry sizes, so you can easily switch out or retrofit your current Enclosure for our EA range.

•• Cut away sides provide up to 55% extra space versus competitor enclosures, enabling increased hand access for faster 

installation. 

•• The bottom face of the EA is reserved for gland installation to ensure superior Ingress Protection. 

Technical Data
Ingress Protection IP66 to IEC/EC 60529; Type 4X
Deluge Protection DTS01
Material 316 Stainless Steel
Service Temperature -60°C to +80°C
Temperature Class and Ambient T6 40°C as standard 

Optional T5 with ambients up to 65°C  
For additional options see technical data

ATEX/IECEx

ATEX/IECEx Protection Class Ex II 2 GD Ex eb IIC Gb; Ex tb IIIC Db
ATEX Certificate No Baseefa08ATEX0208X 

Baseefa08ATEX0207U (ZEA)
IECEx Certificate Number IECEx BAS 08.0065X 

IECEx BAS 08.0064U (ZEA)
Construction & Test Standards IEC/EN 60079-0, IEC/EN 60079-7 and IEC/EN 60079-31
Marine Approvals ABS: 17-LD1653735-PDA
Additional Certifications EAC: RU C-GB.AA87.B.00430 

Inmetro: IEx 16.0144X 
PESO: P457339

CSA
NEC Protection Class Class 1 Div 2 ABCD 

Class I, Zone 1, AEx e IIC Gb 
Zone 21,AEx tb IIIC T80°C Db

CEC Protection Class Ex e IIC Gb 
Ex tb IIIC T80°C Db

c CSA us Certificate 70039997
Construction & Test Standards UL 50E, UL12.12.01, UL/CSA-C22.2 60079-0,UL/CSA-C22.2 60079-7, 

UL/CSA-C22.2 60079-31, CSA-C22.2 No. 94-M91, CSA-C22.2 No. 14-M91

Maximum Quantity of Entries Per Face
Thread Size M16 M20 M25 M32 M40 M50 M63 M75

Face B 27 16 11 7 4 2 1 1
Face C (Gland Plate) 28 18 12 8 6 3 - -

Face D 23 14 9 5 3 2 1 -

CAUTION: Entry quantities are calculated based on standard gland diameters. Entry quantity may be affected if using accessories (locknuts, washers etc) with large diameters.
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Terminal Capacity

Terminal Type
Conductor Size (mm2)

Max Volts Rail 
Orientation

Max. Physical Terminal Content Reduced Terminal  
Content at Max Amps

Min. Max. Terminal Qty Rail Qty Amps Terminal Qty Amps

WDU 2.5 0.5 2.5 690 V 
H

118 
132

2 
3

3 
3

4 17

UT 2.5 0.14 2.5 690 V 
H

118 
132

2 
3

3 
3

5 15

WDU 4 0.5 4 690 V 
H

98 
111

2 
3

4 
4

4 22

UT 4 0.14 4 690 V 
H

100 
111

2 
3

4 
4

7 20

WDU 6 0.5 6 690 V 
H

76 
84

2 
3

6 
6

3 29

UT6 0.2 6 690 V 
H

74 
84

2 
3

6 
6

3 28

WDU 10 1.5 10 690 V 
H

60 
66

2 
3

9 
8

3 40

UT 10 0.5 10 690 V 
H

60 
66

2 
3

9 
8

3 39

WDU 16 1.5 16 690 V 
H

50 
54

2 
3

12 
11

2 53

UT 16 1.5 16 690 V 
H

50 
57

2 
3

12 
11

2 53

WDU 35 2.5 35 690 V 
H

36 
39

2 
3

19 
18

2 80

UT 35 1.5 35 690 V 
H

38 
42

2 
3

21 
20

3 70

* Max terminals are split across the quantity of terminal rails

For fast installation and easy inspection in Exe environments, the EA403020 is the ideal choice.  
Our most innovative enclosure range yet, the EA’s radical sloped face design provides unmatched corrosion resistance  

and meets the highest demands for water and dustproof requirements. 

EA403020
Increased Safety Exe Dual Certified ATEX/ IECEx 
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FEATURES
•• Enclosure Box size: 326 mm X 416 mm.

•• The EA’s innovative sloped lid design allows corrosion causing contaminants to naturally spill off.

•• All 9 EA sizes follow industry sizes, so you can easily switch out or retrofit your current Enclosure for our EA range.

•• Cut away sides provide up to 55% extra space versus competitor enclosures,  

enabling increased hand access for faster installation. 

•• The bottom face of the EA is reserved for gland installation to ensure superior Ingress Protection. 

Technical Data
Ingress Protection IP66 to IEC/EC 60529; Type 4X
Deluge Protection DTS01
Material 316 Stainless Steel
Service Temperature -60°C to +80°C
Temperature Class and Ambient T6 40°C as standard 

Optional T5 with ambients up to 65°C  
For additional options see technical data

ATEX/IECEx
ATEX/IECEx Protection Class Ex II 2 GD Ex eb IIC Gb; Ex tb IIIC Db
ATEX Certificate No Baseefa08ATEX0208X 

Baseefa08ATEX0207U (ZEA)
IECEx Certificate Number IECEx BAS 08.0065X 

IECEx BAS 08.0064U (ZEA)

Construction & Test Standards IEC/EN 60079-0, IEC/EN 60079-7 and IEC/EN 60079-31
Marine Approvals ABS: 17-LD1653735-PDA
Additional Certifications EAC: RU C-GB.AA87.B.00430 

Inmetro: IEx 16.0144X 
PESO: P457339

CSA

NEC Protection Class Class 1 Div 2 ABCD 
Class I, Zone 1, AEx e IIC Gb 
Zone 21,AEx tb IIIC T80°C Db

CEC Protection Class Ex e IIC Gb 
Ex tb IIIC T80°C Db

c CSA us Certificate 70039997
Construction & Test Standards UL 50E, UL12.12.01, UL/CSA-C22.2 60079-0,UL/CSA-C22.2 60079-7, 

UL/CSA-C22.2 60079-31, CSA-C22.2 No. 94-M91, CSA-C22.2 No. 14-M91

Maximum Quantity of Entries Per Face
Thread Size M16 M20 M25 M32 M40 M50 M63 M75

Face B 34 20 14 8 4 3 2 1
Face C (Gland Plate) 32 23 15 9 7 4 - -

Face D 29 17 12 8 4 3 2 1

CAUTION: Entry quantities are calculated based on standard gland diameters. Entry quantity may be affected if using accessories (locknuts, washers etc) with large diameters.
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Terminal Capacity

Terminal Type
Conductor Size (mm2)

Max Volts Rail 
Orientation

Max. Physical Terminal Content Reduced Terminal  
Content at Max Amps

Min. Max. Terminal Qty Rail Qty Amps Terminal Qty Amps

WDU 2.5 0.5 2.5 690 V 
H

213 
180

3 
3

3 
3

6 17

UT 2.5 0.14 2.5 690 V 
H

210 
180

3 
3

3 
3

8 15

WDU 4 0.5 4 690 V 
H

177 
150

3 
3

4 
4

6 22

UT 4 0.14 4 690 V 
H

177 
150

3 
3

4 
4

7 20

WDU 6 0.5 6 690 V 
H

138 
117

3 
3

5 
6

5 29

UT6 0.2 6 690 V 
H

132 
114

3 
3

6 
6

5 28

WDU 10 1.5 10 690 V 
H

108 
93

3 
3

8 
9

4 40

UT 10 0.5 10 690 V 
H

108 
90

3 
3

8 
9

5 39

WDU 16 1.5 16 690 V 
H

87 
75

3 
3

11 
12

4 53

UT 16 1.5 16 690 V 
H

90 
75

3 
3

11 
12

4 53

WDU 35 2.5 35 690 V 
H

66 
54

3 
3

18 
19

3 80

UT 35 1.5 35 690 V 
H

69 
57

3 
3

19 
21

5 70

* Max terminals are split across the quantity of terminal rails

The Exe Easy Access range is designed to increase productivity. With its radical sloped face design and cut away sides,  
the globally certified EA range reduces cost through unparalleled installation and inspection speeds. 

EA463820
Increased Safety Exe Dual Certified ATEX/ IECEx 
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FEATURES
•• Enclosure Box size: 408 mm X 517 mm.

•• The EA’s innovative sloped lid design allows corrosion causing contaminants to naturally spill off.

•• All 9 EA sizes follow industry sizes, so you can easily switch out or retrofit your current Enclosure for our EA range.

•• Cut away sides provide up to 55% extra space versus competitor enclosures,  

enabling increased hand access for faster installation. 

•• The bottom face of the EA is reserved for gland installation to ensure superior Ingress Protection. 

Technical Data
Ingress Protection IP66 to IEC/EC 60529; Type 4X
Deluge Protection DTS01
Material 316 Stainless Steel
Service Temperature -60°C to +80°C
Temperature Class and Ambient T6 40°C as standard 

Optional T5 with ambients up to 65°C  
For additional options see technical data

ATEX/IECEx
ATEX/IECEx Protection Class Ex II 2 GD Ex eb IIC Gb; Ex tb IIIC Db
ATEX Certificate No Baseefa08ATEX0208X 

Baseefa08ATEX0207U (ZEA)
IECEx Certificate Number IECEx BAS 08.0065X 

IECEx BAS 08.0064U (ZEA)

Construction & Test Standards IEC/EN 60079-0, IEC/EN 60079-7 and IEC/EN 60079-31
Marine Approvals ABS: 17-LD1653735-PDA
Additional Certifications EAC: RU C-GB.AA87.B.00430 

Inmetro: IEx 16.0144X 
PESO: P457339

CSA

NEC Protection Class Class 1 Div 2 ABCD 
Class I, Zone 1, AEx e IIC Gb 
Zone 21,AEx tb IIIC T80°C Db

CEC Protection Class Ex e IIC Gb 
Ex tb IIIC T80°C Db

c CSA us Certificate 70039997
Construction & Test Standards UL 50E, UL12.12.01, UL/CSA-C22.2 60079-0,UL/CSA-C22.2 60079-7, 

UL/CSA-C22.2 60079-31, CSA-C22.2 No. 94-M91, CSA-C22.2 No. 14-M91

Maximum Quantity of Entries Per Face
Thread Size M16 M20 M25 M32 M40 M50 M63 M75

Face B 36 22 15 9 6 3 2 1
Face C (Gland Plate) 46 30 21 12 10 5 3 3

Face D 34 20 13 8 4 3 2 1

CAUTION: Entry quantities are calculated based on standard gland diameters. Entry quantity may be affected if using accessories (locknuts, washers etc) with large diameters.
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Terminal Capacity

Terminal Type
Conductor Size (mm2)

Max Volts Rail 
Orientation

Max. Physical Terminal Content Reduced Terminal  
Content at Max Amps

Min. Max. Terminal Qty Rail Qty Amps Terminal Qty Amps

WDU 2.5 0.5 2.5 690 V 
H

300 
308

4 
4

3 
3

10 17

UT 2.5 0.14 2.5 690 V 
H

300 
308

4 
4

3 
3

12 15

WDU 4 0.5 4 690 V 
H

252 
260

4 
4

4 
4

9 22

UT 4 0.14 4 690 V 
H

248 
256

4 
4

4 
4

11 20

WDU 6 0.5 6 690 V 
H

192 
200

4 
4

6 
6

8 29

UT6 0.2 6 690 V 
H

188 
196

4 
4

6 
6

9 28

WDU 10 1.5 10 690 V 
H

152 
160

4 
4

8 
8

7 40

UT 10 0.5 10 690 V 
H

152 
156

4 
4

8 
8

7 39

WDU 16 1.5 16 690 V 
H

124 
128

4 
4

11 
11

6 53

UT 16 1.5 16 690 V 
H

128 
128

4 
4

11 
11

6 53

WDU 35 2.5 35 690 V 
H

92 
96

4 
4

19 
18

5 80

UT 35 1.5 35 690 V 
H

96 
100

4 
4

20 
20

8 70

* Max terminals are split across the quantity of terminal rails

For fast installation and easy inspection in Exe environments, the EA484820 is the ideal choice.  
Our most innovative enclosure range yet, the EA’s radical sloped face design provides unmatched corrosion resistance  

and meets the highest demands for water and dustproof requirements. 

EA484820
Increased Safety Exe Dual Certified ATEX/ IECEx 
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FEATURES
•• Enclosure Box size: 506 mm X 538 mm.

•• The EA’s innovative sloped lid design allows corrosion causing contaminants to naturally spill off.

•• All 9 EA sizes follow industry sizes, so you can easily switch out or retrofit your current Enclosure for our EA range.

•• Cut away sides provide up to 55% extra space versus competitor enclosures,  

enabling increased hand access for faster installation. 

•• The bottom face of the EA is reserved for gland installation to ensure superior Ingress Protection. 

Technical Data
Ingress Protection IP66 to IEC/EC 60529; Type 4X
Deluge Protection DTS01
Material 316 Stainless Steel
Service Temperature -60°C to +80°C
Temperature Class and Ambient T6 40°C as standard 

Optional T5 with ambients up to 65°C  
For additional options see technical data

ATEX/IECEx
ATEX/IECEx Protection Class Ex II 2 GD Ex eb IIC Gb; Ex tb IIIC Db
ATEX Certificate No Baseefa08ATEX0208X 

Baseefa08ATEX0207U (ZEA)
IECEx Certificate Number IECEx BAS 08.0065X 

IECEx BAS 08.0064U (ZEA)

Construction & Test Standards IEC/EN 60079-0, IEC/EN 60079-7 and IEC/EN 60079-31
Marine Approvals ABS: 17-LD1653735-PDA
Additional Certifications EAC: RU C-GB.AA87.B.00430 

Inmetro: IEx 16.0144X 
PESO: P457339

CSA

NEC Protection Class Class 1 Div 2 ABCD 
Class I, Zone 1, AEx e IIC Gb 
Zone 21,AEx tb IIIC T80°C Db

CEC Protection Class Ex e IIC Gb 
Ex tb IIIC T80°C Db

c CSA us Certificate 70039997
Construction & Test Standards UL 50E, UL12.12.01, UL/CSA-C22.2 60079-0,UL/CSA-C22.2 60079-7, 

UL/CSA-C22.2 60079-31, CSA-C22.2 No. 94-M91, CSA-C22.2 No. 14-M91

Maximum Quantity of Entries Per Face
Thread Size M16 M20 M25 M32 M40 M50 M63 M75

Face B 41 24 16 10 6 4 2 1
Face C (Gland Plate) 56 40 30 17 13 7 5 4

Face D 35 21 14 9 5 3 2 1

CAUTION: Entry quantities are calculated based on standard gland diameters. Entry quantity may be affected if using accessories (locknuts, washers etc) with large diameters.
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Terminal Capacity

Terminal Type
Conductor Size (mm2)

Max Volts Rail 
Orientation

Max. Physical Terminal Content Reduced Terminal  
Content at Max Amps

Min. Max. Terminal Qty Rail Qty Amps Terminal Qty Amps

WDU 2.5 0.5 2.5 690 V 
H

356 
216

4 
4

4 
5

19 17

UT 2.5 0.14 2.5 690 V 
H

352 
216

4 
4

4 
5

24 15

WDU 4 0.5 4 690 V 
H

296 
180

4 
4

5 
7

18 22

UT 4 0.14 4 690 V 
H

296 
180

4 
4

5 
7

22 20

WDU 6 0.5 6 690 V 
H

228 
140

4 
4

7 
9

15 29

UT6 0.2 6 690 V 
H

224 
136

4 
4

7 
10

16 28

WDU 10 1.5 10 690 V 
H

184 
112

4 
4

11 
14

13 40

UT 10 0.5 10 690 V 
H

180 
108

4 
4

11 
14

14 39

WDU 16 1.5 16 690 V 
H

148 
88

4 
4

14 
19

11 53

UT 16 1.5 16 690 V 
H

148 
92

4 
4

15 
19

11 53

WDU 35 2.5 35 690 V 
H

108 
64

4 
4

24 
31

9 80

UT 35 1.5 35 690 V 
H

112 
68

4 
4

25 
33

15 70

* Max terminals are split across the quantity of terminal rails

For fast installation and easy inspection in Exe environments, the EA553522 is the ideal choice.  
Our most innovative enclosure range yet, the EA’s radical sloped face design provides unmatched corrosion resistance  

and meets the highest demands for water and dustproof requirements. 

EA553522
Increased Safety Exe Dual Certified ATEX/ IECEx 
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FEATURES
•• Enclosure Box size: 376 mm X 608 mm.

•• All 9 EA sizes follow industry sizes, so you can easily switch out or retrofit your current Enclosure for our EA range.

•• The EA’s innovative sloped lid design allows corrosion causing contaminants to naturally spill off.

•• Cut away sides provide up to 55% extra space versus competitor enclosures,  

enabling increased hand access for faster installation. 

•• Internationally approved 

Technical Data
Ingress Protection IP66 to IEC/EC 60529; Type 4X
Deluge Protection DTS01
Material 316 Stainless Steel
Service Temperature -60°C to +80°C
Temperature Class and Ambient T6 40°C as standard 

Optional T5 with ambients up to 65°C  
For additional options see technical data

ATEX/IECEx
ATEX/IECEx Protection Class Ex II 2 GD Ex eb IIC Gb; Ex tb IIIC Db
ATEX Certificate No   Baseefa08ATEX0208X 

Baseefa08ATEX0207U (ZEA)
IECEx Certificate Number IECEx BAS 08.0065X 

IECEx BAS 08.0064U (ZEA)

Construction & Test Standards IEC/EN 60079-0, IEC/EN 60079-7 and IEC/EN 60079-31
Marine Approvals ABS: 17-LD1653735-PDA
Additional Certifications EAC: RU C-GB.AA87.B.00430 

Inmetro: IEx 16.0144X 
PESO: P457339

CSA

NEC Protection Class Class 1 Div 2 ABCD 
Class I, Zone 1, AEx e IIC Gb 
Zone 21,AEx tb IIIC T80°C Db

CEC Protection Class Ex e IIC Gb 
Ex tb IIIC T80°C Db

c CSA us Certificate 70039997
Construction & Test Standards UL 50E, UL12.12.01, UL/CSA-C22.2 60079-0,UL/CSA-C22.2 60079-7, 

UL/CSA-C22.2 60079-31, CSA-C22.2 No. 94-M91, CSA-C22.2 No. 14-M91

Maximum Quantity of Entries Per Face
Thread Size M16 M20 M25 M32 M40 M50 M63 M75

Face B 41 24 16 10 6 4 2 1
Face C (Gland Plate) 56 40 30 17 13 7 5 4

Face D 35 21 14 9 5 3 2 1

CAUTION: Entry quantities are calculated based on standard gland diameters. Entry quantity may be affected if using accessories (locknuts, washers etc) with large diameters.
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Terminal Capacity

Terminal Type
Conductor Size (mm2)

Max Volts Rail 
Orientation

Max. Physical Terminal Content Reduced Terminal  
Content at Max Amps

Min. Max. Terminal Qty Rail Qty Amps Terminal Qty Amps

WDU 2.5 0.5 2.5 690 V 
H

510 
365

5 2 
3

14 17

UT 2.5 0.14 2.5 690 V 
H

510 
365

5 2 
3

18 15

WDU 4 0.5 4 690 V 
H

425 
305

5 4 
4

13 22

UT 4 0.14 4 690 V 
H

425 
305

5 4 
4

16 20

WDU 6 0.5 6 690 V 
H

330 
235

5 5 
6

12 29

UT6 0.2 6 690 V 
H

320 
230

5 5 
6

12 28

WDU 10 1.5 10 690 V 
H

265 
190

5 8 
9

10 40

UT 10 0.5 10 690 V 
H

260 
185

5 8 
9

11 39

WDU 16 1.5 16 690 V 
H

215 
155

5 10 
12

8 53

UT 16 1.5 16 690 V 
H

215 
155

5 10 
12

8 53

WDU 35 2.5 35 690 V 
H

160 
115

5 17 
20

7 80

UT 35 1.5 35 690 V 
H

165 
120

5 18 
21

11 70

* Max terminals are split across the quantity of terminal rails

The Exe Easy Access range is designed to increase productivity.  
With its radical sloped face design and cut away sides, the globally certified EA range reduces cost  

through unparalleled installation and inspection speeds. 

EA624522
Increased Safety Exe Dual Certified ATEX/ IECEx 
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FEATURES
•• Enclosure Box size: 476 mm X 646 mm.

•• The EA’s innovative sloped lid design allows corrosion causing contaminants to naturally spill off.

•• All 9 EA sizes follow industry sizes, so you can easily switch out or retrofit your current Enclosure for our EA range.

•• Cut away sides provide up to 55% extra space versus competitor enclosures,  

enabling increased hand access for faster installation. 

•• Amazing sealing performance is provided by a single piece gasket contained by the enclosure lid

Technical Data
Ingress Protection IP66 to IEC/EC 60529; Type 4X
Deluge Protection DTS01
Material 316 Stainless Steel
Service Temperature -60°C to +80°C
Temperature Class and Ambient T6 40°C as standard 

Optional T5 with ambients up to 65°C  
For additional options see technical data

ATEX/IECEx

ATEX/IECEx Protection Class Ex II 2 GD Ex eb IIC Gb; Ex tb IIIC Db
ATEX Certificate No   Baseefa08ATEX0208X 

Baseefa08ATEX0207U (ZEA)
IECEx Certificate Number IECEx BAS 08.0065X 

IECEx BAS 08.0064U (ZEA)
Construction & Test Standards IEC/EN 60079-0, IEC/EN 60079-7 and IEC/EN 60079-31
Marine Approvals ABS: 17-LD1653735-PDA
Additional Certifications EAC: RU C-GB.AA87.B.00430 

Inmetro: IEx 16.0144X 
PESO: P457339

CSA

NEC Protection Class Class 1 Div 2 ABCD 
Class I, Zone 1, AEx e IIC Gb 
Zone 21,AEx tb IIIC T80°C Db

CEC Protection Class Ex e IIC Gb 
Ex tb IIIC T80°C Db

c CSA us Certificate 70039997
Construction & Test Standards UL 50E, UL12.12.01, UL/CSA-C22.2 60079-0,UL/CSA-C22.2 60079-7, 

UL/CSA-C22.2 60079-31, CSA-C22.2 No. 94-M91, CSA-C22.2 No. 14-M91

Maximum Quantity of Entries Per Face
Thread Size M16 M20 M25 M32 M40 M50 M63 M75

Face B 54 34 24 13 9 5 3 2
Face C (Gland Plate) 65 44 28 18 12 10 5 3

Face D 51 30 21 13 8 5 3 2

CAUTION: Entry quantities are calculated based on standard gland diameters. Entry quantity may be affected if using accessories (locknuts, washers etc) with large diameters.
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Connection Solutions

To easily overcome fitting issues, we have produced an extensive range of thread 

adaptors, reducers and fittings. These enable interconnection of dissimilar sized 

connections on cable glands and enclosures while remaining compliant with 

international standards and approvals. This ensures that the integrity of equipment 

and safety in hazardous environments is not compromised.

Accessories

Designed and Manufactured in the UK 

All of our cable glands and related accessories are designed and 

manufactured from our world-class facility in Manchester, UK 

where they have been produced for over 60 years.
MADE IN
BRITAIN

Visit the Hawke website
to see our full range of accessories



DESIGNHUBB

•   Completely Free 

•   Error free 2D drawings and 3D models 
     ready in minutes 

•   For Connectors, Enclosures and  
     Control Stations  

•   Export drawings in pdf or .dwg  
     and .stp CAD formats 

•   Receive a full bill of materials with  
     your drawings 

•   Get pre-calculated power ratings

•   DesignHUBB code for easy ordering 

Simplify Your Engineering Needs 
Design Enclosures, Connectors and Control Stations  
with our free web-based application.

Go to www.hubbell.com/hawke/en/designhubb to start saving time now 
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Hubbell Harsh & Hazardous 

Extreme environments demand superior performance, which is why 

you will find Hubbell products and systems installed in some of the 

most arduous and safety critical locations worldwide.

The Hubbell Harsh & Hazardous group combines dedicated, 

market leading brands within the Hubbell portfolio to provide 

a complete package for companies operating in some of the 

toughest environments on the planet.

We are committed to providing quality products and services that will 

meet and exceed your expectations. Our principal activities include 

the design and manufacture of rugged and hard wearing products. 

These include telephones and communication products, lighting, 

control gear and electrical connection products, all designed to 

operate primarily in extreme outdoor, hazardous and corrosive areas.

Our Brands 

All of our brands are long established and well respected businesses 

within each of their industries. Our primary industry sectors include: 

Oil & Gas, Petrochemical, Industrial, Marine, Military,  

Transport and Commercial.

Corporate Information 

Hubbell Incorporated HQ is based in Connecticut, U.S.A. and you 

can find out more information about the Hubbell Group on our 

corporate website at www.hubbell.com
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